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CLAIMS 

I claim: 

1. A monitor and oven combination device, said device 
comprising: 

an oven having a back wall, front wall, a pair of side walls and a top 
wall; 

a flat-panel monitor having a viewing side, a rear side, a bottom 

edge, a top edge and a pair of side edges; 
at least one monitor support being attached to said back wall of said 
oven, said at least one monitor support including; 
an elongated member having an upper end and a lower end and 

being vertically orientated; and 
a coupler being attached to said upper end for coupling said 
elongate member to said flat-panel monitor. 

2. The monitor and oven combination device of claim 1, wherein 
said elongated member is selectively telescoping such that said flat-panel 
monitor may be selectively raised above or lowered below an upper edge 
of said oven. 

3. The monitor and oven combination device of claim 2, wherein 
flat-panel monitor is pivotally coupled to said elongated member by said 
coupler. 

4. The monitor and oven combination device of claim 1, wherein 
flat-panel monitor is pivotally coupled to said elongated member by said 
coupler. 
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5. The monitor and oven combination device of claim 1, wherein 
said coupler includes a plate attached to said bottom edge of said flat- 
panel monitor and a rod being attached to said upper end of said elongated 
member and extending upwardly through a slot in said plate such that said 
plate is pivotally coupled to said rod. 

6. The monitor and oven combination device of claim 2, further 
including a storage housing being attached to said back wall, said storage 
housing having an open top, said open top being positioned generally 
adjacent to an upper edge of said oven, said storage housing having a size 
adopted for removably receiving said flat-panel monitor such that said 
flat-panel monitor may be selectively extended into said housing. 

7. The monitor and oven combination device of claim 3, further 
including a storage housing being attached to said back wall, said storage 
housing having an open top, said open top being positioned generally 
adjacent to an upper edge of said oven, said storage housing having a size 
adopted for removably receiving said flat-panel monitor such that said 
flat-panel monitor may be selectively extended into said housing. 

8. The monitor and oven combination device of claim 1, wherein 
said at least one monitor support includes a pair of monitor supports each 
attached to said back wall of said oven. 

9. The monitor and oven combination device of claim 2, wherein 
said at least one monitor support includes a pair of monitor supports each 
attached to said back wall of said oven. 
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10. The monitor and oven combination device of claim 3, wherein 
said at least one monitor support includes a pair of monitor supports each 
attached to said back wall of said oven. 

11. A monitor and oven combination device, said device 
comprising: 

an oven having a back wall, front wall, a pair of side walls and a top 
wall; 

a flat-panel monitor having a viewing side, a rear side, a bottom 

edge, a top edge and a pair of side edges; 
a pair of monitor supports being attached to said back wall of said 

oven, each of said monitor supports including; 

an elongated member having an upper end and a lower end and 
being vertically orientated, said elongated member 
being selectively telescoping; 

a coupler being attached to said upper end for coupling said 
upper end to said bottom edge of said flat-panel 
monitor, said coupler including a plate attached to said 
bottom edge of said flat-panel monitor and a rod being 
attached to said upper end and extending upwardly 
through a slot in said plate such that said plate is 
pivotally coupled to said rod; 
a storage housing being attached to said back wall, said storage 
. . housing having an open top, said open top being positioned 

generally adjacent to an upper edge of said oven, said storage 

housing having a size adopted for removably receiving said 

flat-panel monitor such that said flat-panel monitor may be 

selectively extended into said housing. 
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12. A device for mounting a flat panel monitor on an oven, the 
oven having a back wall, front wall, a pair of side walls and a top wall, the 
flat-panel monitor having a viewing side, a rear side, a bottom edge, a top 
edge and a pair of side edges, the device including: 

a pair of monitor supports being selectively attached to said back 
wall of said oven, each of said monitor supports including; 
an elongated member having an upper end and a lower end and 

being vertically orientated; and 
a coupler being attached to said upper end for coupling said 

upper end to said bottom edge of said flat-panel 

monitor. 

13. The device of claim 12, wherein said coupler includes a plate 
being selectively attached to said bottom edge of said flat-panel monitor 
and a rod being attached to said upper end and extending upwardly through 
a slot in said plate such that said plate is pivotally coupled to said rod. 

14. The device of claim 12, wherein said elongated member is 
selectively telescoping. 

15. The device of claim 14, further including a storage housing 
being attached to said back wall, said storage housing having an open top, 
said open top being positioned generally adjacent to an upper edge of said 

._ o_ven,_.said storage housing having a size adopted for removably receiving- - 
said flat-panel monitor such that said flat-panel monitor may be selectively 
extended into said housing. 
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